


AV C - A 1 S R
T H X  U l t r a 2  C e r t i f i e d  A / V  S u r r o u n d  A m p l i f i e r

The AVC-A1SR surround amplifier inherits the critically acclaimed amplifier design characteristics of the AVC-A1SR

while adding Denon's much improved DDSC-Digital sound processor for greater diversity in multi-channel

reproduction of digital and analog signals. The AVC-A1SR's objective is to bring out the maximum performance

potential of all types of sound sources. This model also provides a video conversion function for greater monitor

connection flexibility, the added convenience of variable subwoofer cross-over switching, that will ensure a listening

environment that is as close to ideal as possible. With its support of THX Ultra2 and a wealth of other features, the

AVC-A1SR has become Denon's latest “Surround Reference” A/V amplifier for serious home theater enthusiasts.



� Video Conversion
The AVC-A1SR is equipped with a video switching system that converts

composite video signals to S-Video and/or composite and S-video to

component video. The input signal types---whether composite, S-Video,

or component---are auto detected, then the signal with the highest picture

quality is given highest priority and output to the monitor.

(Manual operation can be used to override auto detection.)

� Support for Multi Zone Configurations
The AVC-A1SR provides a Multi Zone Output function and a Select function

that let you output different sources to multiple zones. Sources can be

selected for output to up to 2 additional zones, in addition to the main room.

Multi-room Zone 1 can have variable pre-amp output along with compos-

ite video feed, and Multi-room Zone 2 can have fixed stereo audio output.

The AVC-A1SR’s Power Amplifier Assign function lets you assign the 2 

Surround Back (SB L/R) amplifier channels when the system is not

configured for 7.1, to instead drive the Multi-room Zone 2 speakers, with 225

Watts per channel output power, while still providing 5 discrete amplifier

channels to drive all speakers in a 5.1 configured home theater room.

� 2 Sets of 8-Channel External Analog Inputs
A/D Conversion and DSP Processing are also possible.

� Personal Memory Plus

� RS-232C Port (Third-party system controls only)

� 8-+5 V and +12 V and Trigger Outputs 
for Power Amplifier

� Audio Delay Function
Audio Delay function corrects slight lags between sound and

picture that can occur when a video signal is processed, such

as in a Progressive Scan DVD player or outboard video

processor.

� Icon-based On Screen Display

� Includes the RC-871 Remote Control 
Unit with Large LCD Touch Panel

� Input/Output Terminals For Every A/V System
Audio Inputs

13 Sets Analog Input . . . . . . . . . . . . PHONO(MM), CD, TUNER 
. . . . . . . . . . . . DVD, VDP, TV, DBS/SAT
. . . . . . . . . . . . V.AUX, VCR-1, VCR-2, VCR-3,
. . . . . . . . . . . . CDR/TAPE-1, MD/TAPE-2

2 Sets 8-ch Analog EXT. Input . . . . . FRONT L/R x 2, CENTER x 2,
. . . . . SURROUND L/R x 2,
. . . . . SURROUND BACK L/R x 2,
. . . . . SUBWOOFER x 2

6 Sets Digital (Optical) Input . . . . . . OPTICAL X 6
5 Sets Digital (Coaxial) Input . . . . . . COAXIAL X 5
1 Set Dolby Digital RF . . . . . . . . . . . RF
1 Set Denon Digital Link . . . . . . . . . . Denon Digital Link

Audio Outputs
1 Set 8-ch Analog PRE Output . . . . FRONT L/R,  CENTER, 

. . . . SURROUND L/R, 

. . . . SURROUND BACK L/R,

. . . . SUBWOOFER                  
5 Sets Analog REC Output . . . . . . . VCR-1,VCR-2,VCR-3, 

. . . . . . . CDR/TAPE-1, MD/TAPE-2 
2 Sets Analog Multi Zone Output . . . . . L/R(LINE OUT) x 1, L/R(PREOUT) x 1
2 Sets Digital (Optical) Output . . . . . OPTICAL x 2

Video Inputs
3 Sets Component Video Input . . . . . DVD,  TV, DBS/SAT
8 Sets Composite Input . . . . . . . . . . DVD, VDP, TV,DBS/SAT

. . . . . . . . . . V.AUX, VCR-1,VCR-2, VCR-3 
8 Sets S-Video Input . . . . . . . . . . . . DVD, VDP,  TV, 

. . . . . . . . . . . . DBS/SAT, V.AUX,

. . . . . . . . . . . . VCR-1,VCR-2, VCR-3

Video Outputs
1 Set Component Video Output . . . . MONITOR
6 Sets Composite Output . . . . . . . . . VCR-1, VCR-2, VCR-3, 

. . . . . . . . . MULTI ZONE, MONITOR-1,

. . . . . . . . . MONITOR-2,
5 Sets S-Video Output . . . . . . . . . . . VCR-1, VCR-2, VCR-3, 

. . . . . . . . . . . MONITOR-1, MONITOR-2,

� Specifications
Power Amplifier Section

Rated output  . . . . . . . . . . . . . . *THD figures are power amp stage values. 
Front  . . . . . . . . . . . . . . . 275 W x 2 (6 ohms, EIAJ)

 . . . . . . . . . . . . . . . 225 W x 2 (8 ohms, EIAJ)
 . . . . . . . . . . . . . . . 170 W x 2 (8 ohms, 20 Hz - 20 kHz, 0.05 % THD)

Center . . . . . . . . . . . . . . 275 W (6 ohms, EIAJ)
 . . . . . . . . . . . . . . 225 W (8 ohms, EIAJ)
 . . . . . . . . . . . . . . 170 W (8 ohms, 20 Hz - 20 kHz, 0.05 % THD)

Surround . . . . . . . . . . . . 275 W x 2 (6 ohms, EIAJ)
 . . . . . . . . . . . . 225 W x 2 (8 ohms, EIAJ)
 . . . . . . . . . . . . 170 W x 2 (8 ohms, 20 Hz - 20 kHz, 0.05 % THD)

Surround back . . . . . . . . 275 W x 2 (6 ohms, EIAJ)
 . . . . . . . . 225 W x 2 (8 ohms, EIAJ)
 . . . . . . . . 170 W x 2 (8 ohms, 20 Hz - 20 kHz, 0.05 % THD)

Preamplifier Section
Input sensitivity/Impedance
PHONO(MM) . . . . . . . . . . .2.5 mV/47 kohms
TUNER, CD, DVD, VDP, TV, DBS/SAT, V.AUX, VCR-1, VCR-2, 
VCR-3, CDR/TAPE-1, MD/TAPE-2, FRONT L/R, 
CENTER, SURROUND L/R, 
SURROUND BACK . . . . . . .200 mV/47 kohms
SUBWOOFER . . . . . . . . . . .36 mV/47 kohms
Output level/Load Impedance
FRONT L/R, CENTER, SURROUND L/R, 
SURROUND BACK L/R, 
SUBWOOFER . . . . . . . . . . .1.2 V/10 kohms
V.AUX, VCR-1, VCR-2, VCR-3, CDR/TAPE-1, 
MD/TAPE-2, MONITOR . . . .200 mV/47 kohms
Frequency response . . . . . .10 Hz - 100 kHz; +0, -3 dB (DIRECT MODE)
Signal-to-noise ratio . . . . . .105 dB
RIAA deviation . . . . . . . . . .±1 dB (20 Hz - 20 kHz)
Tone control . . . . . . . . . . .Treble: ±10 dB at 10 kHz,  Bass: ±10 dB at 100 Hz

General
AVC-A1SR
Power supply . . . . . . . . . . .AC 230 V, 50 Hz
Power consumption . . . . . .720W
Dimensions . . . . . . . . . . . .434 (W) x 216 (H) x 486 (D) mm 
Weight . . . . . . . . . . . . . . . .29.0 kg


